50100 Ages 1-3 
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M Wy Ss fl < qi f Weight Limit: 40 Ibs. 
i M 5 Questions? Cail: ™ 
a n i e y4~ \ 1-800-PLAYSKL 


PLAYSKOOL. 


\ For future reference, our toll-free 

7 3 . : consumer service number is also 
Take Barney and Baby Bop ond for a ride on this colorful, free-rolling vehicle from located on this product. 
Playskool! It’s a walker for toddlers, a ride-on for preschoolers and St-u-u-u-pendous fun 


for everyone! A light-up carousel plays Barney’s theme song as Barney and Baby Bop” 
go ‘round and ‘round! Also includes a working steering wheel with a squeaker horn and WARNING: Contains small parts 
a special underseat storage compartment for toys! With the Musical Walk ‘n Ride, the which may present a choking 


good times roll on and on! hazard to children under three. 
ASSEMBLY INSTRUCTIONS 
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Place the rear axle onto a small block of wood as shown. Be sure to use the longer of the two axles. Position Palnut® over axle 
end and the Palnut tool over the Palnut. Secure Palnut to axle by striking the tool with a hammer. 


Seat the stabilizer (ribbed side facing out) in recess located at rear of vehicle. Slide the axle through the outside side of one 
wheel. Push axle core holes in body as shown. Place Palnut tool on block of wood. Put vehicle on its side, so the Palnut that is 
already installed on axle fits into Palnut tool on block of wood. 


Note: Stabilizer must be installed to prevent ride-on from tipping. 
Place second rear wheel onto axle. Use hammer and second Palnut tool to gently tap Palnut onto end of axle. 


STEP 2. FRONT WHEEL ASSEMBLY 


a 
/ 


SHORT AXLE 


SPACER 


PALNUT 


Place the short axle onto a small block of wood and secure Palnut as described in ei 1. Slide the axle through the outside of 
one wheel and spacer. Push axle through holes in steering column (see illustration). Place Palnut tool on block of wood. Put 
steering column assembly on its side, so the Palnut that is already installed on axle fits into Palnut tool on block of wood. 


Place the second spacer and front wheel onto axle. Use hammer and second Palnut tool to gently tap Palnut onto end of axle. 


WALKER BAR 
STEP 3. STEERING COLUMN ASSEMBLY 
STEERING 


Insert the steering column through the hole in the 13/6” 
body of the rider as shown. Before securing the SCREW 
steering wheel to the column, note that at the 

bottom of the steering wheel shaft there is a 

large slot and a narrow slot. When the 
large slot faces the front (as shown), 
the steering wheel is less mobile (better 
for younger children). As the child gets 
older, the steering wheel can be turned 
so that the narrow slot faces forward, 
allowing for greater movement. 

Secure the steering wheel shaft fo the 
steering column, using the 13/8" screw 
and dome nut provided. 

Align hinge pegs on seat with holes 
on oly and snap into place. Then, 
push the rear handle support into NARROW 
the holes as shown. oe 
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STEP 4. CONTROL BUTTON 
INSTALLATION 


CONTROL 
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SPRING 


BATTERY 
COMPARTMENT 


COVER i 
So) WASHER 
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Align button and spring as shown. Push through top of 
battery compartment cover. Attach with 1/2" screw and 
washer. 


STEP 6. DECAL APPLICATION 


decal sheet and place them as shown. 


STEP 5. BATTERY AND BATTERY 
COMPARTMENT COVER INSTALLATION 


Sanna NS 
BUTTON 


“C” BATTERY 


Install a “C” battery in the position shown. Install the battery 
compartment cover, using 3/4" screw as shown. To activate 
the musical carousel and light, simply push the control button. 


nang a clean, dry cloth, wipe the areas to which the decals are to be applied. Then, peel off the decals one at a time from the 


IMPORTANT: DECALS HAVE QUICK-SETTING ADHESIVE. BE SURE OF POSITION 
BEFORE APPLYING. DECALS CANNOT BE LIFTED AFTER SETTING. 


Replacement Parts Order Form 
PARTS DIAGRAM FOR 
Barney® Musical Walk ’n Ride 


Model 50100 

Please check all parts carefully before assembly. 
1, SEAT 12. SPRING 
2. STABILIZER 13. SPACERS (2) 
3. WALKER BAR 14. PALNUT TOOLS (2) 
A. WHEELS (4) 15. PALNUTS® (5) 
5. REAR AXLE 16. 13/8” SCREW 
6. FRONT AXLE 17. 3/4” SCREW 


7. STEERING COLUMN 18. '/2” SCREW 


8. STEERING WHEEL 19. DOME NUT 
WITH HORN 


9. CLEAR HOOD 20. WASHER 
10. BATTERY COMPART- —s-. 21. DECAL SHEET 
MENT COVER (NOT SHOWN) 


11. CONTROL BUTTON 


ITEM NO DESCRIPTION PART NO. 
Seat 40360701 


| === 38s Walker Bar 40360801 
Wheel 40360101 
| = = = 5 ‘| Rear Axle 40360500 


11, 12,13 Prepack Bag - Control Button, Spring, (2) Spacers, 40367003 
14, 15,16 (2) Palnut Tools, (5) Palnuts, 13/8” Screw, 3/4" Screw, 

17, 18, 19, 20 1/2" Screw, Dome Nut, Washer 
15, 16, 17 Hardware Bag - (5) Palnuts, 13/8 " Screw, 3/4" Screw, 44234800 
18, 19, 20 1/2" Screw, Dome Nut, Washer 


| 21s Decal Sheet 44449100 


Painut® is a registered trademark of TRW, Inc. All Rights Reserved. 

© 1993 The Lyons Group. “Bamey™” and “Baby Bop™” are trademarks of The Lyons Group. 
© 1993 Playskool, Inc., Pawtucket, RI 02862 USA, a subsidiary of Hasbro, Inc. Ali Rights Reserved. For future reference, our toll-free 
® denotes Reg. U.S. Pat. & TM Office. consumer service number is also 
BATTERY CLIP AND CAROUSEL ASSEMBLY MADE IN CHINA. ALL OTHER PARTS MADE IN THE USA. located on this product. 
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